Drainage for barrier-free showers
Convenient complete sets for shower drains

Schlüter®-KERDI-LINE and KERDI-DRAIN are intelligent solutions for the elegant drainage of floor-level showers. At the show in Bologna, Schlüter-Systems will introduce new complete sets for the linear drainage KERDI-LINE and the central point drainage KERDI-DRAIN. 

Schlüter®-KERDI-LINE-A sets can be universally used for linear floor-level showers with a horizontal drain and are suitable for centred installation in floor or wall areas. They contain a grate-screen combination with design grate A made of brushed stainless steel V4A, a channel body with a pre-adhered sealing collar made of Schlüter®-KERDI and corner seals for lateral wall connection. The set, which is available in the channel lengths 80 cm and 90 cm, also comes with a channel support, a two-piece odour trap, the drain casing and drain pipe and a transition fitting from DN 40 to DN 50. The drain capacity of the drainage channel is 0.5 l/sec. 
[bookmark: _GoBack]Schlüter®-KERDI-DRAIN sets also provide new complete solutions for central point drainage. Tradesmen can choose from three variants: A drainage set with horizontal drain includes the thin-set floor drain Schlüter®-KERDI-DRAIN-BASE DN 40/50 with matching grate-screen combination, featuring the stainless steel design grate 1 as well as a grate with odour trap and lip seal. This set offers a drain capacity of 0.4l/sec. 
Two sets with the thin-set floor drain KERDI-DRAIN D 50 are available for vertical installation. They feature an integrated odour trap and a dirt trap. Customers can choose from a grate/frame combination with design grate 1 of stainless steel or with design grate 3 made of brushed stainless steel. 
The new sets supplement the company's extensive product assortment for floor-level showers and offer convenient complete solutions for the quick installation of intelligent drainage. 

